
SP-34-MV CONTROL BOARD AND PARTS 
Control Board - Natural Gas SP34-770A Pilot Orifice - Natural Gas 700-165 

Control Board - Propane SP34-771A Pilot Orifice - Propane 700-095 

SIT Gas Valve - Natural Gas 700-086N SIT Millivolt Pilot Hood 700-098 

SIT Gas Valve - Natural Gas (7 day time-out) 700-086N-7 SIT Millivolt Quick Change Screw 900-QCS 

SIT Gas Valve - Propane 700-087A 18” Flexible Gas Line - Black 700-213B 

SIT Gas Valve - Propane (7 day time-out) 700-087A-7 Flexible Gas Line - Valve to Burner Connection 700-226F 

On/Off Rocker Switch 700-023 Natural Gas Burner Orifice #46 700-246 

SIT Pilot Assembly - Natural Gas 700-088 Propane Burner Orifice #55 700-255 

SIT Pilot Assembly - Propane 700-089 Conversion Kit - Natural Gas OCK-S46A 

Push Button Ignitor 700-032 Conversion Kit - Propane OCK-S55A 

Flexible Pilot Tubing (valve to pilot) 700-091 Burner Tube SP34-351A 

Millivolt Generator 700-092 Pilot Shield SP34-043A 

Thermocouple 700-093 Burner Plate   SP34-350A 

Kozy Heat SP34 MV Parts List

ADDITIONAL COMPONENTS 
4” Restrictor Plate 900-085 

Manual Gas Shut-off Valve 700-203 

Upper Hood SP34-200 

Lower Access Cover SP34-201 

Vent Heat Shield Assembly SP34-HHS 

FAN KIT 
Fan Kit (SP34-L) (Standard) SP-028-IPI 

Fan Kit (SP34-MV) (Optional) SP-028 

GLASS AND GLASS GASKET 
30” x 20-1/2” Glass with Gasket 701-016T

1-1/8” Glass Gasket 900-006 

Valance SP34-005 

LOG SET 
6 Piece Log Set SP34-50A 

#SP34 1A Log SP34-1A 

#SP34 2A Log SP34-2A 

#SP34 3A Log SP34-3A 

#SP34 4A Log SP34-4A 

#SP34 5A Log SP34-5A 

#SP34 6A Log SP34-6A 

1/2” Lava Rock 600-702 

Rock Wool Embers 900-REMB 

SAFETY BARRIERS 
31” x 21.875” Safety Screen with brackets SP34-ES2 

Prairie Design Overlay SP34-POL 

Arched Prairie Design Overlay SP34A-POL 

http://www.p65warnings.ca.gov/
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