
Kozy Heat Oakport 18 (Log Version) Parts List

OAK-18-L CONTROL BOARD AND PARTS 
Dexen Control Board - Natural Gas OP18-D350 Pilot Orifice - Natural Gas #.018 700-094P 

Dexen Control Board - Propane OP18-D351 Pilot Orifice - Propane #.012 700-095P 

Dexen MH3V Gas Valve - Natural Gas DEX-3VN Dexen Valve Step Motor - Natural Gas DEX-SMN 

Dexen MH3V Gas Valve - Propane DEX-3VLP Dexen Valve Step Motor - Propane DEX-SMLP 

Komfort 8K1 Control Module DEX-8K1 36” Flexible Gas Line - Black 700-236B 

DEX-AUX3 Control Board DEX-AUX3 Flexible Gas Line - Valve to Burner Connection 700-226F 

Main Wire Harness DEX-MWH NG Burner Orifice #43 700-243 

AUXI Wire Harness DEX-AIWH Propane Burner Orifice #54 700-254 

On/Off Rocker Switch 700-023 Conversion Kit - Natural Gas NCK-OP18L-D 

NG Dexen PSE IPI Pilot Assembly  DEX-191 Conversion Kit - Propane LCK-OP18L-D 

Propane Dexen PSE IPI Pilot Assembly  DEX-191-1 Burner Plate OP18-350 

Dexen Transmitter (Remote Control) DEX-RC3 Burner OP18-351 

Toggle Wire Harness DEX-TWH Battery Pack – 6V DEX-BP 

OVERLAYS 
Prairie Design Overlay OP18-POL 

Arched Prairie Design Overlay OP18A-POL 

ADDITIONAL COMPONENTS 
4” Restrictor Plate 900-085 

Manual Gas Shut-off Valve 700-203 

Remote Receiver Mounting Bracket 700-308RB

SAFETY BARRIERS 
17.875” x 22” Safety Screen (only) OPT-ES 

GLASS AND GLASS GASKET 
12.75” x 18.125” Standard Glass with Gasket 701-014T

1-1/8” Glass Gasket 900-006 

Valance OP18-005 

LOG SET 
6 Piece Log Set OP18-500 

#OP18 1 Log OP18-1 

#OP18 2 Log OP18-2 

#OP18 3 Log OP18-3 

#OP18 4 Log OP18-4 

#OP18 5 Log OP18-5 

#OP18 6 Log OP18-6 

Rock Wool Embers 900-REMB 

Lava Rock 1/2” 600-702 

Lava Rock 1/4” 600-703 

FAN KIT 
Fan Kit (OP18-L) (Standard) OP18-028-IPI 

Fan Kit (OP18-MV) (Optional) OP18-028 

http://www.p65warnings.ca.gov/
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