
CONTROL BOARD AND PARTS
Control Board - NG B36G-150A Valve Step Motor - NG 700-504

Control Board - Propane B36G-151A Valve Step Motor - Propane 700-504-1

S.I.T. IPI Gas Valve - NG 700-567 18 in. Flexible Gas Line - Black 700-213B

S.I.T. IPI Gas Valve - Propane 700-567-1 Flexible Gas Line - Valve to Burner Connection 700-226F

Proflame 2 IFC Board 700-652 NG Burner Orifice #43 700-243

IFC Wire Harness Assembly 700-653 Propane Burner Orifice #53 700-253

Pilot Assembly - NG 700-596A Conversion Kit - NG NCK-B36G-SPB

Pilot Assembly - Propane 700-596A-1 Conversion Kit - Propane LCK-B36G-SPB

Transmitter (Remote Control) 700-408 Burner Tube B36G-035A

.023N Pilot Orifice - NG 700-123 Media Tray B36G-350B

.014LP Pilot Orifice - Propane 700-114

LIGHT KIT
Light Kit (bottom) B36-GLKT

20W 130V Halogen Bulb 600-676

GLASS AND GLASS GASKET
26-1/4” x 31-3/8” Glass with Gasket 701-005T

Glass Gasket 900-006

Valance B36-005

Glass Media Dam 701-006

SAFETY BARRIERS
Full Rectangular Screen Front B36-FRSF2

Prairie Screen Front B36-PSF2

Rectangle Screen Front B36-RSF2

Arched Mission Screen Front B36A-MSF2

Arched Full Prairie Door Screen Front B36A-FPDSF2

Rectangular Mission Screen Front B36R-MSF2

Portrait Screen Front B36-PTF2

FAN KIT
Fan Kit IPI-075

ADDITIONAL COMPONENTS
4 in Restrictor Plate 900-085

Manual Gas Shut-off Valve 700-203

Bottom Frame B36-201B

Vent Heat Shield Assembly B36G-HHS
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