
KOZY HEAT CHASKA 25 GAS INSERT PARTS LIST

CONTROL BOARD AND PARTS
Control Board - Natural Gas CXS-150 Pilot Orifice - Natural Gas 700-165

Control Board - Propane CXS-151 Pilot Orifice - Propane 700-168

S.I.T. IPI Gas Valve - Natural Gas 700-567 Valve Step Motor - Natural Gas 700-504

S.I.T. IPI Gas Valve - Propane 700-567-1 Valve Step Motor - Propane 700-504-1

Proflame 2 IFC Board 700-652 18 in. Flexible Gas Line - Black 700-213B

IFC Wire Harness Assembly 700-653 Flexible Gas Line - Valve to Burner Connection 700-226F

Proflame 2 IFC External Antenna 700-ANT Natural Gas Burner Orifice #44 700-244

Pilot Assembly - Natural Gas   700-551 Propane Burner Orifice #54 700-254

Pilot Assembly - Propane   700-551-1 Conversion Kit - Natural Gas NCK-CXS-S

S.I.T. IPI Pilot Hood 700-098R Conversion Kit - Propane LCK-CXS-S

Transmitter (Remote Control) 700-408 Burner Assembly CXS-135

GLASS AND GLASS PARTS
Glass with Gasket 23-7/8” x 14.25” 700-178T

Valance CXS-005

Glass Gasket 900-006

SAFETY BARRIERS
Arched Mission Screen Front CK25A-MSF

Arched Full Prairie Door Screen Front CK25A-FPDSF2

Arched Prairie Screen Front CK25A-PSF

Prairie Screen Front CK25-PSF

Rectangular Screen Front CK25-RSF

Arched Screen Front CK25A-SF

LOG SET
Log Set CXS-500

Log #CS1 CXS-1

Log #CS2 CXS-2

Log #CS3 CXS-3

Log #CS4 CXS-4

Log #CS5 CXS-5

Log #CS6 CXS-6

Log #CS7 CXS-7

Log #CS8 CXS-8

Rock Wool Embers 900-REMB

1/2 in. Lava rock 600-715

SHROUDS
Blank shroud (4 pc.) CK25-004

4 sided blank shroud (4 pack) CK25-008

22.5” x 36” shroud (1 pc.) CK25-22536

25” x 38” shroud (1 pc.) CK25-25038

30” x 44” shroud (1 pc.) CK25-30044

Custom shroud CK25-CUS

Custom arched shroud CK25-ACUS

VENTING COMPONENTS
36 ft (10.97m) of 3” (76mm) Expandable Flexible Pipe 816

Round Termination Cap 816-CAP

FAN KIT
Fan Assembly CXS-028-IPI

ADDITIONAL COMPONENTS
Manual Gas Shut-off Valve 700-203

Upper Louver CK25-202

Lower Louver CXS-201
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