
KOZY HEAT CHASKA 335S PARTS LIST

GLASS AND GLASS PARTS
31-1/4” x 17-5/8” Glass with tadpole gasket 700-006T

Tadpole Glass Gasket 900-006

Replacement Valance CXL-500

SAFETY BARRIERS
Prairie Screen Front CK34-PSF

Rectangular Screen Front CK34-RSF

Arched Mission Screen Front CK34A-MSF

Arched Prairie Screen Front CK34A-PSF

Arched Screen Front CK34A-SF

Arched Full Prairie Door Screen Front CK34-AFPDSF2

LOG SET
8 Piece Log Set CXL2-500

#2CX Ember Panel 2CX

#1CX Log 1CX

#3CX Log 3CX

#4CX Log 4CX

#5CX Log 5CX

#6CX Log 6CX

#7CX Log 7CX

#8CX Log 8CX

Rock Wool Embers 900-REMB

FAN KIT
Fan Kit CSK-028

ADDITIONAL COMPONENTS
Manual Gas Shut-off Valve 700-203

CONTROL BOARD AND PARTS
Control Board - NG CXL-770A Pilot Orifice - NG 700-294

Control Board - Propane CXL-771A Pilot Orifice - Propane 700-295

S.I.T. Gas Valve - NG 700-086N Pilot Hood 700-098

S.I.T. Gas Valve - Propane 700-087A 18 in. Flexible Gas Line - Black 700-213B

On/Off Rocker Switch 700-023 Flexible Gas Line - Valve to Burner Connection 700-226F

Pilot/Generator/Thermocouple - NG 700-063 NG Burner Orifice #35 700-235

Pilot/Generator/Thermocouple - Propane 700-063-1 Propane Burner Orifice #50 700-250

Piezo Igniter with nut (no wire) 700-090 Conversion Kit - NG OCK-S35A

Flexible Pilot Tubing (valve to pilot) 700-091 Conversion Kit - Propane OCK-S50A

Millivolt Generator 700-092 Burner Assembly CXL-135

Thermocouple 700-058

LOUVER REPLACEMENT
Upper Louver (for 3 and 4 piece shrouds) CXL-202

Upper Louver (for full door shrouds) CXL-202F

Lower Louver CXL-201

SHROUDS
Blank Shroud (4 pc.) CK34-004

4 sided blank shroud (4 pack) CK34-008

27” x 40” shroud (1 piece) CK34-2740

30” x 44” shroud (1 piece) CK34-3044

33” x 46” shroud (1 piece) CK34-3346

34” x 44” arched shroud (1 piece) CK34-A3444

Custom shroud CK34-CUS

Custom arched shroud CK34-ACUS
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